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GGGlllooobbbaaalll   ---   FFFllleeexxx   MMMfffggg...
Stainless Steel Pump Connectors

Carbon Steel Plate Flange

Part
Number

Computer
Number

Size
Inches

Price
List

PF-150 673-4705 1-1/2 X 9 FF $      51.00
PF-200 673-4706 2 X 9 FF $      66.00
PF-250 673-4707 2-1/2 X 9 FF $      81.00
PF-300 673-4708 3 X 9 FF $      96.00
PF-400 673-4709 4 X 9 FF $    120.00
PF-500 673-4710 5 X 11 FF $    168.00
PF-600 673-4711 6 X 11 FF $    204.00
PF-800 673-4712 8 X 12 FF $    405.00

PF-1000 673-4713 10 X 13 FF $    570.00
PF-1200 673-4714 12 X 14 FF $    837.00

CROSS REFERENCE
Mason Style BSS PC-RF-150
Metraflex Metra mini
Senior Flexonics PCS-FLG
Amber Booth SS-FP
Unisource UPCS-FLG

STYLE# PF
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Series 673-4700
Stainless Steel

Flanged
Hose Assemblies

Construction
     Tube: 321 Stainless Steel
    Braid: 304 Stainless Steel
Flanges:  Carbon Steel ANSI #150 drilled
                 plate flanges

Units are designed form pump vibration
plus 1/8 misalignment.

* For pulsating pressure, reduce working
pressure by 50 percent

Working Pressure
Size

(Inches)
Overall
 Length
(Inches)

At
70¡ F

(PSIG)

At
250¡ F
(PSIG)

1-1/2 9 410 377
2 9 442 407

2-1/2 9 390 359
3 9 310 286
4 9 250 230
5 11 185 170
6 11 165 151
8 12 220 202

10 13 175 161
12 14 160 147
14 14 150 138
16 14 110 101
18 14 85 78

Temperature Correction Factor

Multiply Working Pressure
@ 70¡ F by Factor Listed Below

Temp Factor Temp Factor
100 .99 450 .81
150 .96 550 .76
200 .94 650 .72
250 .92 800 .66
300 .89 1000 .60
350 .86 1200 .55
400 .84 1400 .40


